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•  PHASE
•  VOLTAGE
•  FREQUENCY
•  POWER FACTOR
•  AUTO-RESTART
•  SHORE CORD

Three Phase
330VAC - 520VAC
40Hz - 70Hz
>0.98 @ Rated Load
Standard
Single
Dual; Model AC180LC-3/2

Three Phase
330VAC - 520VAC
40Hz - 70Hz
>0.98 @ Rated Load
Standard
Single
Dual; Model AC200LC-3/2

Three Phase
330VAC - 520VAC
40Hz - 70Hz
>0.98 @Rated Load
Standard
Single
Dual; Model AC250LC-3/2

I N P U T Model AC90LC-3 Model AC100LC-3 Model AC125LC-3

O U T P U T
•  PHASE
•  POWER RATING
•  FIELD UPGRADEABLE
•  POWER FORM

•  FREQUENCY
•  CURRENT

•  EFFICIENCY
•  DISTORTION
•  POWER FACTOR
•  LOAD REGULATION
•  PARRALLELABLE

3 Phase
90kVA
100kVA or Parallelable
220/380VAC, 230/400VAC,
240/415VAC, 254/440VAC,
277/480VAC, etc. 
50Hz or 60Hz
131A @ 230/400VAC
108A @ 277/480VAC 
93% (Input to Output kW)
<1% THD, Linear Load
No Restrictions, Unity To ±0.0
<1%
Yes 

3 Phase
100kVA
Parallelable
220/380VAC, 230/400VAC,
240/415VAC, 254/440VAC,
277/480VAC, etc. 
50Hz or 60Hz
145A @ 230/400VAC
120A @ 277/480VAC  
93% (Input to Output kW)
<1% THD, Linear Load
No Restrictions, Unity To ±0.0
<1%
Yes  

3 Phase
125kVA
Parallelable
220/380VAC, 230/400VAC,
240/415VAC, 254/440VAC,
277/480VAC, etc. 
50Hz or 60Hz
181A @ 230/400VAC
150A @ 277/480VAC  
94% (Input to Output kW)
<1% THD, Linear Load
No Restrictions, Unity To ±0.0
<1%
Yes 

C O O L I N G
•  WATER FLOW RATE
•  WATER TEMPERATURE
•  WATER PRESSURE

LC Series
Water and Oil Flow Diagram

4-10 GPM (Min-Max)
4-10°C (Full Power)
4 Bar (Max) 

4-10 GPM (Min-Max)
4-10°C (Full Power)
4 Bar (Max) 

4-10 GPM (Min-Max)
4-10°C (Full Power)
4 Bar (Max) 
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